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●  NTC Thermistor / temperature sensor for measuring from -20 °C to 

+110 °C with a 5K ohm resistance at 25 °C; ±1.0 °C interchangeable 

tolerance within -40 °C to +40 °C range.

● Sensor can be epoxied into holes for accurate measurements.

● Solid nickel wires have a lower thermal conductivity than copper, 

reducing influence on temperature measurements.

● Compatible with all TE Technology temperature controllers.

Note: all dimensions in millimeters

NOTE: All specifications are subject to change without notice. © 2026 TE Technology, Inc.

Wire leads may be extended with standard copper wire of any gauge recommended for TE Technology’s controllers.  Apply 
appropriate protection to wire bends over sharp edges.  All dimensions in mm. 
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Please review the product manual: Thermoelectric Temperature Controller Sensor Attachment with Notes on Thermocouples, FAQ’s and related technical information, 

and ordering information posted on our web site before purchasing or using this product. When used in conjunction with a Peltier-Thermoelectric Cooler Assembly or 

Module, please review the Thermoelectric Cooling Assembly (TCA) Instruction Manual or TEM (Thermoelectric Module) Mounting Procedure. When used in conjunction 

with a temperature controller, please review the temperature controller manual. These manuals contain general information, guidelines, and precautions for 

thermoelectric cooling and control applications. 

FINAL DETERMINATION OF THE SUITABILITY OF THE PRODUCT IS THE SOLE RESPONSIBILITY OF THE USER. TE TECHNOLOGY MAKES NO WARRANTY, 

REPRESENTATION OR GUARANTEE REGARDING THE SUITABILITY, NOR DOES TE TECHNOLOGY ASSUME ANY LIABILITY RESULTING FROM USE AND 

SPECIFICALLY DISCLAIMS ANY AND ALL LIABILITY, INCLUDING WITHOUT LIMITATION CONSEQUENTIAL OR INCIDENTAL DAMAGES.

Sensor resistance at 25 °C: 5,000±225 Ω

Sensor tolerance 

between -40 °C to 40 °C:
±1.0 °C

Operating range: -20 °C to +110 °C

Weight: 0.08 grams
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